MAX66250 SOPS Notes:
\ Part Number: 7?77 1. RFID sensitive board. no additional metal on either side of the PCB
Property of Rev

ANALOG 2 P’Iaterial.: FR—fl or similar RoHS 1aminate material

DEVICES A 3. Board Dlmen51ons: (3.370 X 2.12? inch>
™ 4. Board Thickness: 62 mils +,- 107

Drill and Mechanical Layer 5. Layers: 2 (Top, Bottom
oooo Date: JAN 17 2022 [Units in mils 6. Minimum Trace,Spacing: 9 mil ~, 9 mil
U1 7. Copper Thickness: loz on all layers
oooo SIZE QTY SYM PLATED TOLERANCE 8. Surface mount pads: 10
‘ 12 ‘2 ‘ ‘ YES ‘+,_ 0_003‘ 9. Soldermask: GREEN

10. Legend: White Top and Bottom
11. Plating: HASL
12. Finish: Lead Free
13. Uendor Logo & date code: ok in silk or ink but not in metal
14. Through holes: quantity 2, Slot holes 0, minimum size 12 mil
15. Toler ances:
Plated-through holes +,- 3 mil
Pattern to pattern +/- 6 mil
Legend to legend no preference
Soldermask to pattern +,/— 6 mil
16. Electrical testing needed: NO

62mil PCB
|
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RFID sensitive board. no additional metal on either side of the PCB

\ Part Number: 7?7?77

Property of Rev
ANALOG .
DEVICES .

Material: FR-4 or similar RoHS laminate material
Board Dimensions: (3.370 x 2.125 inch)
Board Thickness: 62 mils +,- 10%

A Drill and Mechanical Layer Layers: 2 (Top, Bottom
niin Date: JAN 17 2022 [Units in mils Minimum Trace,Spacing: 9 mil ~ 9 mil
B Copper Thickness: loz on all layers
nn SIZE QTY SYM PLATED TOLERANCE Sur face mount pads: 10
‘ 12 ‘2 ‘ ‘ YES ‘+,_ 0_003‘ Soldermask: GREEN

. Plating: HASL
. Finish: Lead Free
. Uendor Logo & date code: ok in silk or ink but not in metal
. Through holes: quantity 2, Slot holes 0, minimum size 12 mil
. Tolerances:

Plated-through holes +,- 3 mil

ANALOG
DEVICES

MAX66250

Rev A
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10. Legend: White Top and Bottom
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13
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15

Pattern to pattern +/- 6 mil
Legend to legend no preference
Soldermask to pattern +,/— 6 mil
NFC TAG 16. Electrical testing needed: NO
Top Silk Screen
TOP METAL 62mil PCB




MAX66250 SOPS Notes:

—_

Part Number: ?77? RFID sensitive board. no additional metal on either side of the PCB
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Property of Rev

Material: FR-4 or similar RoHS laminate material
sg\ﬁlégg A Board Dimensions: (3.370 x 2.125 inch)
™ Board Thickness: 62 mils +,- 10%

Date: JAN 17 2022 [Units in mils Minimum Trace,Spacing: 9 mil ~ 9 mil

Copper Thickness: loz on all layers

2
3
4.
Drill and Mechanical Layer 5. Layers: 2 (Top, Bottom
6
7
SIZE QTY SYM PLATED TOLERANCE 8. Surface mount pads: 10

12 ‘ 5 ‘ ‘ YES ‘+,_ 0_003‘ 9. Soldermask: GREEN

10. Legend: White Top and Bottom
11. Plating: HASL
12. Finish: Lead Free
13. Uendor Logo & date code: ok in silk or ink but not in metal
14. Through holes: quantity 2, Slot holes 0, minimum size 12 mil
15. Toler ances:
Plated-through holes +,- 3 mil
Pattern to pattern +/- 6 mil
Legend to legend no preference
Soldermask to pattern +,/— 6 mil
16. Electrical testing needed: NO

62mil PCB
[
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RFID sensitive board. no additional metal on either side of the PCB
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14. Through holes: quantity 2, Slot holes 0, minimum size 12 mil
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Plated-through holes +,- 3 mil

Pattern to pattern +/- 6 mil

Legend to legend no preference

Soldermask to pattern +,/— 6 mil
16. Electrical testing needed: NO

62mil PCB
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12. Finish: Lead Free
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L



	PCB Prints
	MAX66250AntennaSOIC8.PcbDoc
	Top Assembly
	Components
	C1
	C1-2
	C1-1

	U1
	U1-1
	U1-2
	U1-3
	U1-4
	U1-5
	U1-6
	U1-7
	U1-8


	Nets
	AC1
	C1-1
	C1-2
	U1-2
	U1-3



	Top Layer
	Components
	C1
	C1-2
	C1-1

	U1
	U1-1
	U1-2
	U1-3
	U1-4
	U1-5
	U1-6
	U1-7
	U1-8


	Nets
	AC1
	C1-1
	C1-2
	U1-2
	U1-3



	Bottom Layer
	Components
	C1
	C1-2
	C1-1

	U1
	U1-1
	U1-2
	U1-3
	U1-4
	U1-5
	U1-6
	U1-7
	U1-8


	Nets
	AC1
	C1-1
	C1-2
	U1-2
	U1-3



	Drill Position
	Components
	C1
	C1-2
	C1-1

	U1
	U1-1
	U1-2
	U1-3
	U1-4
	U1-5
	U1-6
	U1-7
	U1-8


	Nets
	AC1
	C1-1
	C1-2
	U1-2
	U1-3



	Drill Symbol
	Components
	C1
	C1-2
	C1-1

	U1
	U1-1
	U1-2
	U1-3
	U1-4
	U1-5
	U1-6
	U1-7
	U1-8


	Nets
	AC1
	C1-1
	C1-2
	U1-2
	U1-3






