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| ALL UNITS ARE IN 0.001"
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5000.00mi NOTES: UNLESS OTHERWISE SPECIFIED
L o 1. FABRICATE USING PROVIDED GERBER FILES PER LATEST REVISION
+ £ XX A+ + OF IPC-A-600 UNLESS OTHERWISE NOTED.
+ 4+ + 4+ X 2: MATERIAL: RoHS COMPLIANT FR-408
X % WITH Tg>=170 AND COMPATIBLE WITH LEAD-FREE SOLDERNG PROCESS.
i Sl VI omm x 3. BOARD DINENSIONS: 5.00°X4.90" +/- 0.010",
mom oy S Jululul % xR BOARD THICKNESS: 0.062"
m 4. LAYERS: 4. SEE LAYER STACKUP CHART.
B X X >§X 0 om x mmm Xgx 5. MINNUM TRACE/SPACING: 4.5 NILS/8MLS.
u''u ] b X H
X X BE ol mmm uuu] 6. COPPER CLAD FINISH: foz MINIMUM ALL LAYERS
omm o XX % mm x XX 7. SURFACE MOUNT PADS: 337.
X mmm  mom 8. SOLDERMASK: GREEN LPI SMOBC.
omm - | XE x x mmm x XX 9. LEGENDS: WHITE. SINCLE-SIDED. NON-CONDUCTIVE EPOXY INK OR EQUIVALENT.
Jululul oo e CLIPPED ALL LEGENDS FROM EXPOSED METAL.
p:o:4 10. PLATING: MUST BE LEAD FREE AND RoHS COMPLIANT.
1. FINISH; VENDOR SHOULD USE THE MOST ECONOMICAL LEAD FREE AND
RoHS COMPLIANT PROCESS AVAILABLE OR AS SPECIFIED IN PURCHASE ORDER.
000 0.0 0t 0800 00 A0 08 1 4900.00mil APPROVED FINSH:
ot i 80 0 1 ] HASL LEAD-FREE
INVERSION TIN
INVERSION GOLD
12. VENDOR LOGO & DATE CODE REQURED IN INK ON BOTTOM SIDE ONLY. DATE CODE FORMAT MUST BE YYWW ONLY.
13. THRU HOLES: 0.001" MN.
b BE xx % % 14, TOLERANCES:
H PN XX m e ¢ ¢ PLATED-THRU HOLES: +/-0.003"
H ° X L VY O x *x & E PATTERN-TO-PATTERN: +/-0.005"
i X X X Xy X # xa x % LEGEND TO LEGEND: +/-0.007"
ol xmmm X % Wy  x x4+ SOLDERMASK TO PATTERN: +/-0.005".
uluful x xX X x ® 100 OHM 50 OHM 25 OHM
X x XX X DIFFERENTIAL SINGLE-ENDED  SINGLE-ENDED
H x § TRACE TRACE TRACE TRACE
u >§§?< S WIDTH  SPACING WIDTH WIDTH WIDTH
+ + [LAYER 1 [ N/A[ N/A ] N/A] 15 N/A |
PREPREG Er=3.8 El|
LAYER 2 GND 1AM
ANV core AS NEEDED 62 mil
SIZE QTY | SYM | PLATED | TOL EEE' H}%k}%%ﬁ\\\\\\\\\\\\\\ ANAARRRANN TAMIL
e—— 10—y
125 4 + | ves +/-30 PREPREG Er=3.8 |
LAYER 4 IDADADA N/A N/A [E|
15 96 X YES +/73~0 ALL DIMENSION IN MIL (0.001 INCH) UNLESS OTHERWISE SPECIFIED.
37 180 m YES +/73'0 N/A — NOT AVAILABLE. DO NOT ROUTE TRACES OF THIS TYPE ON THE INDICATE LAYERS.
IMPEDANCE TOLERANCE: +/- 10%
20 27 | O |vEs  |+/-30
40 1 | X |ves +/-3.0
25 9 | M [ves |[+/-30
100 2 | | ves +/-3.0
3 1 F s [+/-30
39 1| s |+/-30
74.8 4 | 4| ves +/-3.0
60 2 | #F s [+/-30
61 NEIE +/-3.0



