Notes for V1.0





Author: Nam Nguyen


Version: 1.0


Date: 06/14/01





This release use radio button to select working device. There is no range checking for different memory devices. Version 1.2 will use drop down menu and have different range for different devices.





Notes for V1.1





Author: Nam Nguyen


Version: 1.1


Date: 06/19/01





Version 1.2 will use drop down menu to select devices and have different range for different devices. This version also use EditOCR to fill in the value to change OCR value i/o use another window to enter the value.





Notes for V1.2





Author: Nam Nguyen


Version: 1.2


Date: 06/20/01





This version:


Change config file to be MTK_config.


Use drop down menu to select devices and have different memory range for different devices


Use EditOCR to fill in the value to change OCR value i/o use another window to enter the value.


Uppercase all strings to memo, edit fields.


Show command name to user if failed.


Change “Load file to target” if work with LOADER.


Change “Load to buffer” if work with PROGRAMMER.


Add new button “Erase Flash” for DS89C420 with PROGRAMMER tab sheet.


This button will erase flash memory of DS89C420 when clicked.


If device selected is NOT DS89C420, this button will be invisible.








Notes for 1.3





Author: Nam Nguyen


Version: 1.3


date: 06/21/01





This version:


Add new button named “Memory Partition” for LOADER.


Create a pull down menu for user to select memory partition as indicated by Kevin.


When “Device Selection” is used to select device, a default setting is set for full range memory.


If device DS89C420 selected, then “Memory Partition” button is disappeared.


When “loader” button clicked, MCON register is set to value “FE” or full range memory.


When new memory partition is selected, MCON register is changed correspondingly.














Notes for 1.4





Author: Nam Nguyen


Version: 1.4


Date: 06/28/01





This version:


Modify “loader” button to retain value of MCON, and set Memory according to MCON value.


Enable P0-P3 to their values.


Disable “Device” and “Signature” field to avoid modification.


Add “Key” button for DS5000 devices.


Add “Freshness” command for DS5001 & DS5002 devices.


Change icon for executable file to “D”.


Remove DS5000FP from DeviceSelection->loader->DS5000 list.


Remove Options-> memory type entry.


Help-> Contents should call file MTK.hlp.


Update Help->About window.


Add a dialog box Help -> Technical Support.





